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Product Specification
PRODUCT & SPEC. 24AWG CAT5E FTP

CONFIGURATION
INDESIDE 4PRS

CONDUCTOR

CONFIGURATION

MATERIAL  CCA  MATERIAL

WORK DATAPASS

INSULATION
MATERIAL HDPE

PE OD 0.9MM-0.93MM

PAIRED PITCH

BLUE/BLUE&WHITE 12MM

ORANGE /ORANGE &WHITE 16MM

GREEN/GREEN&WHITE 14MM A.Orange/Orange&White

BROWN/BROWN&WHITE 18MM B. Blue/Blue&White

PACKING

/ C.Brown/Brown&White

PACKAGE 305M/BOX D.Green/Green&White

GRROUND /
INSIDE CABLE SEQUENCE:
BLUE/BLUE&WHITE,ORANGE/ORANGE&WHITE,GREEN/GR
EEN&WHITE,BROWN/BROWN&WHITE

 

SKIN

MATERIAL NEW PVC 

COLOR AS CUSTOMERS

PVC OD

PVC THICKNESS 0.53MM-0.56MM

SERFACE SMOOTH

PERFORMANCE

CONDUCTOR 
RESISTANCEΩ/100M.20℃ ≤65Ω

CONDUCTOR ALLOW 
LOAD CURRENT(A) 0.5A

VOLTAGE RATING(V) ≤30V

OPERATING 
TEMPERATURE(℃) 　≤75℃

PRINTING 
INTEGRITY COMMUNICATION CABLE  

4/24AWG CAT5E TP VERIFIED TO TIA/EIA 
568B.2 & ISO/IEC 11801  001-305M

 90-100m

0.51mm ±0.01mm

0.53-0.56mm

F

FOIL MATERIAL ALUMINUM FOIL

CAT5e FTP
network cable outdoor


